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IPT 06 A...PHM_ _EMI67
Straight Plug Connector 

with Backshell for EMI Shield Termination

APPLICATION NOTES

1.  Straight plug and backshell with PHM cable clamp suitable for sheilded cables.  Rubber sleeves included to allow use of different
     diameter shielded cables.

2.  Connector Class “A” (non-environmental)––no grommet supplied.  Note PHM connector accessory provides 
     environmental sealing to IP65.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

IPT G 06 A 18-11 S Z C PHM18EMI67 XX

MIL-C-26482
Bayonet

Grounding Finger
(Omit for Standard)

06 - Straight Plug

Connector Class
A - Non-Environmental

Shell Size and
Insert Arrangement

Mod Code Options
See Table II

PHM Thread Size
See Table I

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation
(Omit for Normal)

Contact Gender
P - Pin
S - Socket

G

CB
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TABLE I: DIMENSIONS

Shell size P.N. PHM B
min.  -  max.

D
Max.

G
Max

L
Max.

   8 11 2 - 7 15.0 19.05   75

10 11 2 - 9 21.0 21.80   75

12 11 2 - 11 24.0 26.20   85

14 11 2 - 11 24.0 29.40   85

16 11 2 - 11 24.0 32.55   85

18 11 / 18 2 - 11 / 9 - 16.5 42.0 35.35 100

20 18 9 - 16.5 42.0 38.90 100

22 18 9 - 16.5 42.0 42.10 100

24 18 / 22 / 24 9 - 16.5 / 15 - 20 / 19 - 24 42.0 45.10 100

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 06 A...PHM_ _EMI67
Straight Plug Connector 

with Backshell for EMI Shield Termination

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 A...SR
Straight Plug Connector

with Backshell, Cable Clamp and Bushing

APPLICATION NOTES

1.  Straight plug with cable clamp and bushing.

2.  Connector Class “A” (non-environmental)––no grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

B

IPT G 06 A 18-11 S Z C SR XX

MIL-C-26482
Series l Type

Grounding Finger
(Omit for Standard)

06 - Straight Plug

Connector Class
A - Non-Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Cable Clamp and
Bushing

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size B
±0.25

C
min.

E
Max.

G
±0.4

L
Max.

N
Thread

   8    3.2    6.10 20.60 19.05 44.70 6 - 32

10    4.8    7.70 22.20 21.80 44.70 6 - 32

12    7.9 10.90 25.40 26.20 44.70 6 - 32

14    9.5 14.00 28.60 29.40 44.70 6 - 32

16 12.7 15.60 30.20 32.55 48.10 6 - 32

18 15.9 18.80 36.50 35.35 48.10 8 - 32

20 15.9 18.80 36.50 38.90 52.85 8 - 32

22 19.0 23.60 43.65 42.10 52.85 8 - 32

24 20.3 25.15 43.65 45.10 54.40 8 - 32

IPT 06 A...SR
Straight Plug Connector

with Backshell, Cable Clamp and Bushing

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 E
Straight Plug Connector
with General Duty Backshell

APPLICATION NOTES

1.  Straight plug with grommet and simple backshell for use with open wire bundles.

2.  Connector Class “E” (environmental)––Wire sealing grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

D

IPT G 06 E 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
(Omit for Standard)

06 - Straight Plug

Connector Class
E - Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size D
Max.

G
±0.4

L
Max.

   8 14.20 19.05 32.15

10 17.40 21.80 32.15

12 20.65 26.20 32.15

14 23.60 29.40 32.15

16 26.85 32.55 32.15

18 29.85 35.35 32.15

20 33.00 38.90 36.50

22 36.30 42.10 36.50

24 39.50 45.10 38.10

IPT 06 E
Straight Plug Connector
with General Duty Backshell

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 E...SR
Straight Plug Connector

with  Backshell, Cable Clamp and Bushing

APPLICATION NOTES

1.  Straight plug with cable clamp and bushing for cable protection.

2.  Connector Class “E” (environmental)––Wire sealing grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

B

IPT G 06 E 18-11 S Z C SR XX

MIL-C-26482
Series l Type

Grounding Finger
(Omit for Standard)

06 - Straight Plug

Connector Class
E - Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Cable Clamp and Bushing

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size B
±0.25

C
min.

E
Max.

G
±0.4

L
Max.

N
Thread

   8    3.2    6.10 20.60 19.05 44.70 6 - 32

10    4.8    7.70 22.20 21.80 44.70 6 - 32

12    7.9 10.90 25.40 26.20 44.70 6 - 32

14    9.5 14.00 28.60 29.40 44.70 6 - 32

16 12.7 15.60 30.20 32.55 48.10 6 - 32

18 15.9 18.80 36.50 35.35 48.10 8 - 32

20 15.9 18.80 36.50 38.90 52.85 8 - 32

22 19.0 23.60 43.65 42.10 52.85 8 - 32

24 20.3 25.15 43.65 45.10 54.40 8 - 32

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 06 E...SR
Straight Plug Connector

with  Backshell, Cable Clamp and Bushing

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 G
Straight Plug Connector 

with Backshell for Heat Shrink Boot

APPLICATION NOTES

1.  Straight plug with backshell suitable for heat shrink boot; Environmental, connector includes wire sealing grommet.

2.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

3.  Standard contact material consists of copper alloy with gold plating over nickel.

4.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

5.  Standard insert is high insulation synthetic rubber.

G

C D
B

IPT G 06 G 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

06 - Straight Plug

Backshell/Connector Class
G - Environmental with Backshell
for Heatshrink Boot

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size A
±0,1

ØB
+0.1
-0

ØC
+0

-0.1

ØD
+0

-0.3

L
Max.

ØG
Max.

8 12.2   8.20 13.0 15.5 39 19.05

10 12.2 11.40 15.8 18.3 39 21.80

12 12.2 14.55 21.0 23.6 39 26.20

14 12.2 17.50 21.8 24.4 39 29.40

16 14.5 20.60 25.9 29.7 42 32.55

18 14.5 23.15 28.2 31.9 42 35.35

20 15.8 26.50 32.2 36.0 47 38.90

22 15.8 29.60 34.5 38.4 47 42.10

24 14.9 32.80 37.6 41.5 47 45.10

IPT 06 G
Straight Plug Connector 

with Backshell for Heat Shrink Boot

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 J
Straight Plug Connector

with Long Backshell,  
Metal Sleeve, Cable Sealing Gland, and Cable Clamp

APPLICATION NOTES

1.  Straight plug with long backshell, incorporated metal sleeve, gland seal and cable clamp.

2.  Connector/Backshell Class “J” (environmental)––Wire sealing grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

B

IPT G 06 J 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

06 - Straight Plug

Connector/Backshell Class
J - Environmental, Includes
Long Backshell, Metal Sleeve and 
Overall Cable Sealing Gland

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size B
±0.25

E
Max.

G
±0.4

L
Max.

N
Thread

   8    3.2 20.60 19.05 53 6 - 32

10    4.8 22.20 21.80 53 6 - 32

12    7.9 25.40 26.20 57 6 - 32

14    9.5 28.60 29.40 62 6 - 32

16 12.7 30.20 32.55 70 6 - 32

18 15.9 36.50 35.35 76 8 - 32

20 15.9 36.50 38.90 86 8 - 32

22 19.0 43.65 32.10 90 8 - 32

24 20.3 43.65 45.10 96 8 - 32

IPT 06 J
Straight Plug Connector

with Long Backshell, 
Metal Sleeve, Cable Sealing Gland, and Cable Clamp

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternatess

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 M
Straight Plug Connector

with Backshell Suitable for
EMI Shield Termination and Heat Shrink Boot

APPLICATION NOTES

1.  Straight plug with backshell for heat shrink boot, and/or terminating EMI shielded cable.

2.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

3.  Standard contact material consists of copper alloy with gold plating over nickel.

4.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

5.  Standard insert is high insulation synthetic rubber.

G

C
AB

IPT G 06 M 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

06 - Straight Plug

Connector/Backshell Class
M - Environmental Plug with Backshell 
for EMI Shield Termination and Heat 
Shrink Boot

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size A
Max.

B
Max.

C
min.

K
Key

L
Max

Q
Max.

  8 19.80 16.3    6.70 18 52.0 19:05

10 22:50 18.4    9.30 21 52.0 21.80

12 26.90 22.4 12:25 24 52.0 26.20

14 29.90 25.4 15:40 28 53.0 29.40

16 32.85 28.4 18:50 31 53.0 32.55

18 35.80 32.4 20:20 34 53.0 35.35

20 39.60 34.4 23:20 37 57.0 38.90

22 42.90 38.4 26.05 41 57.0 42.10

24 45.90 41.3 30.00 44 58.5 45.10

IPT 06 M
Straight Plug Connector

with Backshell Suitable for
EMI Shield Termination and Heat Shrink Boot

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 06 W
Straight Plug Connector

with Long Backshell and Cable Sealing Gland

APPLICATION NOTES

1.  Straight plug with long backshell, incorporated metal sleeve and gland seal.  No cable clamp provided.

2.  Connector/Backshell Class “W” (environmental)––Wire sealing grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

DB

IPT G 06 W 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

06 - Straight Plug

Connector/Backshell Class
W - Environmental; Backshell Includes
an Overall Cable Sealing Gland

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size B
min. Max. D

Max.
G

±0.4
L

Max.

   8    4.25    5.85 13.90 19.05 43.30

10    5.20    7.90 17.15 21.80 43.30

12    8.60 11.20 20.60 26.20 46.90

14 10.55 13.70 23.90 29.40 51.80

16 14.00 15.65 27.10 32.55 57.30

18 15.25 17.10 30.30 35.35 63.15

20 16.10 19.00 33.60 38.90 72.20

22 17.00 21.50 36.80 42.10 76.20

24 18.80 22.70 40.00 45.10 81.55

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 06 W
Straight Plug Connector

with Long Backshell and Cable Sealing Gland

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good



U.S. CAGE Code 06324

IPT Series
Bayonet Lock
Connectors

www.glenair.com E-Mail: sales@glenair.comB-94
GLENAIR, INC. • 1211 AIR WAY • GLENDALE, CA 91201-2497 • 818-247-6000 • FAX 818-500-9912

© 2008 Glenair, Inc. Printed in U.S.A.

IPT 07 A
Rear Box Mount Jam Nut 

Receptacle Connector

APPLICATION NOTES

1.  Real box mount jam nut receptacle; No accessory threads.

2.  Connector Class “A” (non-environmental).

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  Standard insert is high insulation synthetic rubber.

IPT 07 A 18-11 S Z C XX

MIL-C-26482
Series l Type

07 - Rear Box Mount
Jam Nut Receptacle

Connector Class
A - Non-Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket

G
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TABLE I: DIMENSIONS

Shell size A
±0.4

B
±1

E
min. Max. F

Thread in inches
G

±0.4
H

±0.4
S

±0.4

   8 17.70 4.8 1.6 3.2 .5625 - 24 UNEF 23.8 19 3.2

10 17.70 4.8 1.6 3.2 .6875 - 24 UNEF 27.0 22 3.2

12 17.70 4.8 1.6 3.2 .8750 - 20 UNEF 31.7 27 3.2

14 17.70 4.8 1.6 3.2 1.0000 - 20 UNEF 34.9 30 3.2

16 17.70 4.8 1.6 3.2 1.1250 - 18 UNEF 38.1 33 3.2

18 17.70 4.8 1.6 3.2 1.2500 - 18 UNEF 41.3 36 3.2

20 22.45 5.6 1.6 6.3 1.3750 - 18 UNEF 46.0 40 4.0

22 22.45 5.6 1.6 6.3 1.5000 - 18 UNEF 49.2 43 4.0

24 23.30 4.8 1.6 6.3 1.6250 - 18 UNEF 52.4 46 4.0

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 07 A
Rear Box Mount Jam Nut 

Receptacle Connector

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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APPLICATION NOTES

1.  Rear panel mount jam nut receptacle connector with simple backshell for open wire bundles.

2.  Connector Class “E” (environmental)––Wire sealing grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

IPT 07 E
Rear Panel Mount Jam Nut

Receptacle Connector with Backshell

IPT 07 E 18-11 S Z C XX

MIL-C-26482
Series l Type

07 - Rear Panel Mount 
Jam Nut Receptacle

Connector Class
E - Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket

G

DB
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TABLE I: DIMENSIONS

Shell size B
Max.

G
±0.4

H
±0.4

L
Max.

M
Max.

   8 13.5 23.8 19 34.40 18.5

10 16.5 27.0 22 34.40 21.7

12 19.5 31.7 27 34.40 24.9

14 22.5 34.9 30 34.40 28.0

16 25.5 38.1 33 34.40 31.2

18 29.0 41.3 36 34.40 34.4

20 31.8 46.0 40 40.75 38.4

22 35.0 49.2 43 40.75 41.5

24 38.0 52.4 46 52.30 44.7

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 07 E
Rear Panel Mount Jam Nut

Receptacle Connector with Backshell

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 07 E...SR
Rear Panel Mount Jam Nut 

Receptacle Connector and Backshell 
with Cable Clamp and Bushing

IPT 07 E 18-11 S Z C SR XX

MIL-C-26482
Series l Type

07 - Real Panel Mount
Jam Nut Receptacle

Connector Class
E - Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Cable Clamp with Bushing

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket

B

G

APPLICATION NOTES

1.  Rear panel mount jam nut receptacle connector and backshell with cable clamp and bushing. 

2.  Connector/Backshell Class “E” (environmental)––Wire sealing grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.
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TABLE I: DIMENSIONS

Shell size B
±0.25

C
Max.

G
±0.4

H
±0.4

L
Max

N
Thread

   8   3.2 20.60 23.8 19 56 6 - 32

10   4.8 22.20 27.0 22 56 6 - 32

12   7.9 25.40 31.7 27 56 6 - 32

14   9.5 28.60 34.9 30 56 6 - 32

16 12.7 30.20 38.1 33 56 6 - 32

18 15.9 36.50 41.3 36 58 8 - 32

20 15.9 36.50 46.0 40 58 8 - 32

22 19.0 43.65 49.2 43 65 8 - 32

24 20.3 43.65 52.4 46 65 8 - 32

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 07 E...SR
Rear Panel Mount Jam Nut 

Receptacle Connector and Backshell 
with Cable Clamp and Bushing

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 07 Y
Rear Box Mount Jam Nut Receptacle 

with Printed Circuit Board Contacts

IPT 07Y 18-11 S Z XX

MIL-C-26482
Series l Type

07Y - Rear Box Mount
Jam Nut Receptacle with Printed
Circuit Board Contacts

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket

APPLICATION NOTES

1.  Rear box mount jam nut receptacle connector with printed circuit board contacts.

2.  Connector Style “Y” –– Includes PCB tails.  Contact factory for custom tail lengths.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  Standard insert is high insulation synthetic rubber.

G

B

1.
8

0.
7
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TABLE I: DIMENSIONS

Shell size
A

±0.2

B
+0.02
-0.12

E
min. Max. F

Thread in inches
G

±0.4
H

±0.4
S

±0.4

   8 20.85 12.01 1.6 3.2 .5625 - 24 UNEF 23.8 19 3.2

10 20.85 14.98 1.6 3.2 .6875 - 24 UNEF 27.0 22 3.2

12 20.85 19.05 1.6 3.2 .8750 - 20 UNEF 31.7 27 3.2

14 20.85 22.22 1.6 3.2 1.0000 - 20 UNEF 34.9 30 3.2

16 20.85 25.40 1.6 3.2 1.1250 - 18 UNEF 38.1 33 3.2

18 20.85 28.57 1.6 3.2 1.2500 - 18 UNEF 41.3 36 3.2

20 26.40 31.75 1.6 6.3 1.3750 - 18 UNEF 46.0 40 4.0

22 26.40 34.92 1.6 6.3 1.5000 - 18 UNEF 49.2 43 4.0

24 26.40 38.10 1.6 6.3 1.6250 - 18 UNEF 52.4 46 4.0

TABLE I: DIMENSIONS (Continued from Above)

Shell size

Y Y1 Y2 YS YL YM YK

C D C D C D C D C D C D C D

±0.4 ±0.2 ±0.4 ±0.2 ±0.4 ±0.2 ±0.4 ±0.2 ±0.4 ±0.2 ±0.4 ±0.2 ±0.4 ±0.2

   8 9.4 3.6 8.9 3.2 9.4 4.8 7.8 3.2 12.5 6.0 14.0 7.2 12.1 7.1

10 9.4 3.6 8.9 3.2 9.4 4.8 7.8 3.2 12.5 6.0 14.0 7.2 12.1 7.1

12 9.4 3.6 8.9 3.2 9.4 4.8 7.8 3.2 12.5 6.0 14.0 7.2 12.1 7.1

14 9.4 3.6 8.9 3.2 9.4 4.8 7.8 3.2 12.5 6.0 14.0 7.2 12.1 7.1

16 9.4 3.6 8.9 3.2 9.4 4.8 7.8 3.2 12.5 6.0 14.0 7.2 12.1 7.1

18 9.4 3.6 8.9 3.2 9.4 4.8 7.8 3.2 12.5 6.0 14.0 7.2 12.1 7.1

20 9.6 3.6 8.7 3.2 - - 9.3 3.2 11.1 6.0 - - 11.9 7.1

22 9.6 3.6 8.7 3.2 - - 9.3 3.2 11.1 6.0 - - 11.9 7.1

24 8.8 3.6 8.5 3.2 - - 8.5 3.2 10.3 6.0 - - 11.2 7.1

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 07 Y
Rear Box Mount Jam Nut Receptacle 

with Printed Circuit Board Contacts

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 08 AM
Plug Connector

with 90° EMI Shield Termination Backshell Suitable for 
MS3057 Cable Clamp (Not Included)

G

IPT G 08 AM 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

08 - 90° Backshell

Connector/Backshell Class
AM - Non-Environmental with
Backshell for EMI Shield Termination 

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket

APPLICATION NOTES

1.  Plug with 90° backshell for cable clamp MS3057-A/B/C (not included).

2.  Connector/Backshell Class “A” (non-environmental)––no grommet supplied.  

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

APPLICATION NOTES
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TABLE I: DIMENSIONS

Shell size F
Thread in inches

G
Max.

H
±1

L
±1

   8 .5000 - 28 UNEF 19.05 19 32

10 .6250 - 24 UNEF 21.80 24 32

12 .7500 - 20 UNEF 26.20 27 35

14 .8750 - 20 UNEF 29.40 28 38

16 1.0000 - 20 UNEF 32.55 30 41

18 1.1875 - 18 UNEF 35.35 32 44

20 1.1875 - 18 UNEF 38.90 34 48

22 1.4375 - 18 UNEF 42.10 36 51

24 1.4375 - 18 UNEF 45.10 39 56

IPT 08 AM
Plug Connector

with 90° EMI Shield Termination Backshell Suitable for
MS3057 Cable Clamp (Not Included)

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 08 A...PHM_ _
Plug Connector with 90° PHM Backshell
and Sleeves to Accommodate Various Cable Sizes 

APPLICATION NOTES

1.  Plug with 90° backshell and PHM cable clamp.  The PHM cable clamp assures excellent mechanical strength and splash proof sealing (if
     used with the correct neoprene sealing sleeves).

2.  Connector Class “A” (non-environmental)––no grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

CB

IPT G 08 A 18-11 S Z C PHM18 XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

08 - 90° Plug

Connector Class
A - Non-Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

PHM Thread Size
See Table I

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size P.N. PHM B
min.  -  max.

D
Max.

G
Max

H
Max.

L
+1

   8 11 2 - 7 15.0 19.05 40 32

10 11 2 - 9 21.0 21.80 40 32

12 11 2 - 11 24.0 26.20 43 35

14 11 2 - 11 24.0 29.40 45 38

16 11 2 - 11 24.0 32.55 53 41

18 11 / 18 2 - 11 / 9 - 16.5 42.0 35.35 53 44

20 18 9 - 16.5 42.0 38.90 53 48

22 18 9 - 16.5 42.0 42.10 56 51

24 18 / 22 / 24 9 - 16.5 / 15 - 20 / 19 - 24 42.0 45.10 56 56

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

IPT 08 A...PHM_ _
Plug Connector with 90° PHM Backshell
and Sleeves to Accommodate Various Cable Sizes 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 08 EM
Plug Connector 

with 90° Backshell with MS 3057 Cable Clamp

APPLICATION NOTES

1.  Plug with 90° backshell, sealing grommet and 90° Backshell suitable for MS3057 cable clamp.

2.  Connector/Backshell Class “EM” (environmental)––Wire sealing grommet supplied.  

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

C

IPT G 08 EM 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

08 - 90° Plug

Connector/Backshell Class
EM - Environmental Plug Connector 
with Wire Sealing Grommet
and 90° Backshell

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket

Shell Size and
Insert Arrangements
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TABLE I: DIMENSIONS
Shell size C

Max.
G

Max.
H
±1

L
±1

   8 17.5 19.05 37 32

10 22.0 21.80 37 32

12 27.0 26.20 40 35

14 28.0 29.40 43 38

16 33.0 32.55 50 41

18 35.0 35.35 50 44

20 35.0 38.90 50 48

22 43.0 42.10 53 51

24 43.0 45.10 53 56

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good

IPT 08 EM
Plug Connector 

with 90° Backshell with MS 3057 Cable Clamp
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IPT 08 M
Plug Connector 

with 90° Backshell for Shield Termination and Shrink Boot

APPLICATION NOTES

1.  Plug with 90° backshell for terminating shielded cable.  Also suitable for heat shrink boots.

2.  Connector/Backshell Class “M” (environmental)––Wire sealing grommet supplied. 

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  A broad range of other front and rear connector accessories are available.  See our website and/or contact factory for complete information.

6.  Standard insert is high insulation synthetic rubber.

G

C
A

B

L

IPT G 08 M 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

08 - 90° Plug

Connector/Backshell Class
M - Envirionmental Plug with 90° 
Backshell

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size A
Max.

B
Max.

C
min.

H
Max.

K
Key

L
Max

Q
Max.

  8 19.80 16.3    6.70 55 18 52.0 19:05

10 22:50 18.4    9.30 60 21 52.0 21.80

12 26.90 22.4 12:25 63 24 52.0 26.20

14 29.90 25.4 15:40 65 28 53.0 29.40

16 32.85 28.4 18:50 67 31 53.0 32.55

18 35.80 32.4 20:20 69 34 53.0 35.35

20 39.60 34.4 23:20 71 37 57.0 38.90

22 42.90 38.4 26.05 73 41 57.0 42.10

24 45.90 41.3 30.00 76 44 58.5 45.10

IPT 08 M
Plug Connector 

with 90° Backshell for Shield Termination and Shrink Boot

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good
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IPT 26 A
Box Mount Rear Flange Plug Connector

APPLICATION NOTES

1.  Square flange box mount plug connector to be mated with In-line receptacles (IPT01).

2.  Connector Class “A” (non-environmental)––no grommet supplied.

3.  Standard materials configuration consists of aluminum alloy with stainless steel coupling pins.

4.  Standard contact material consists of copper alloy with gold plating over nickel.

5.  Standard insert is high insulation synthetic rubber.

G

HM

IPT G 26 A 18-11 S Z C XX

MIL-C-26482
Series l Type

Grounding Finger
    (Omit for Standard)

26 - Box Mount 
Square Flange Plug

Connector Class
A - Non-Environmental

Shell Size and
Insert Arrangements

Mod Code Options
See Table II

Contact Type
C - Crimp
(Omit for Solder Cup)

Alternate Insert Rotation (W, X, Y, Z)
Omit for Normal

Contact Gender
P - Pin
S - Socket
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TABLE I: DIMENSIONS

Shell size L
Max.

G
±0.4

H
±0.1 M thread

16 26.5 33.5 25.40 6 - 32UNC

20 33.5 41.3 31.75 6 - 32UNC

22 33.5 41.3 31.75 6 - 32UNC

24 33.5 42.9 34.90 6 - 32UNC

IPT 26 A
Box Mount Rear Flange Plug Connector

TABLE II: MODIFICATION CODES
Shell Finish 

(Omit for Standard Cad/Olive Drab Finish)
Assembly with Accessories
(Omit for Standard Version)

F2 - Bright Nickel Plating (RoHs) Key Polarization (Omit for N version)
    W, X, Y, Z = Alternates

F6 - Black Electrodeposited Paint (RoHs) N0 - Connector Less Backshell

F7 - Black Zn-Co Plating (RoHs) GXXX - Custom Designed Connector 

F8 - Olive Drab Zn-Co Plating 

STANDARD FINISHES  (For QQ-A-591 Aluminum Shells)
Requirements IAW RoHS Not IAW RoHS

F2 Electrolytic Nickel F6 Black Non Conductive F7 Black Conductive G3 Cadmium with Olive 
Drab Passivation

F8 Zinc Cobalt with 
Olive Drab Passivation

Thermal Shock -40°C + 100°C -55°C + 125°C -55°C + 125°C -55°C + 125°C -40°C + 100°C
Salt Spray After 
Thermal Shock 24 hour 500 hour 500 hour 500 hour 200 hour

Electical Conductivity Very Good NO Very Good Very Good Good
Abrasion Resistance Very Good Very Good Good Very Good Good



Introducing The Series 80
“Mighty Mouse” Connector

The Miniaturized Connector Family 
with Integrated EMI Shield Termination

When electronic systems expand in 
number and complexity in military air, 

sea and ground applications, the available 
space for interconnect cabling is reduced.  
And when the latest generation of land 
vehicle, fighter jet or Navy ship needs to 
accommodate more systems and controls 
than ever before—and still weigh less than 

it did last time—then reducing connector package 
size and weight becomes a critical concern.

That's why Glenair designed the “Mighty Mouse” 
with an integral shield termination platform.  The 
ability to use the connector as is—without the need 
to mount an accessory backshell—further reduces 
the already lightweight package size of this small 
but mighty connector. 

www.glenair.com

1211 Air Way
Glendale, California 91201-2497

Telephone: 818-247-6000 · Facsimile: 818-500-9912 · E-mail: sales@glenair.com
U n i t e d  S t a t e s  ·  U n i t e d  K i n g d o m   ·  G e r m a n y   ·   N o r d i c  ·   F r a n c e   ·   I t a l y   ·   S p a i n

“Phenomenal
  Performance;
  Itty-Bitty Package”
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C-1

A Full range of Standard MIL-C-26482 Type Cable 
Clamps and Connector Accessories for IPT SE and 
IPT Series Products 

Complete Flexibility in Ordering
The Glenair Series IPT SE and 

IPT (MIL-C-26482 Type) Bayonet-Lock 
Connector family is designed for the ultimate 
convenience in ordering.  Common connector 
and backshell combinations are available 
in sections A and B of this catalog.  This 
section offers some additional accessories 
for mechanical, environmental and EMC 

requirements.  Many part numbers are ready 
for immediate same-day shipment.  	

The tooling offered includes manual and 
pneumatic crimp tools and contact insertion 
and removal devices.  Tools are specified 
according to contact genders and gage.  See 
the table on page C-12.

IPT SE and IPT (MIL-C-26482 Type)
Connector Accessories and Tools

Full Line of Connector and Contact Assembly Tools

General Duty and Environmental Cable Clamps 

Protective Covers

Dummy Stowage  Receptacles and Mounting Gaskets

All Standard Materials and Finishes
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C-2

IT 3057-A
Cable Clamp

TABLE I: DIMENSIONS

Commital P/N Shell size Sleeve to use A B C F
Thread in inches L

IT3057 -   3A 8 IT3420 -   3 18   6.8 10.2 0.5000 - 28UNEF 20.6

IT3057 -   4A 10 IT3420 -   4 25   8.2 10.2 0.6250 - 24UNEF 21.0

IT3057 -   6A 12 IT3420 -   6 27 11.2 10.2 0.7500 - 20UNEF 22.2

IT3057 -   8A 14 IT3420 -   8 28 14.2 10.2 0.8750 - 20UNEF 24.0

IT3057 - 10A 16 IT3420 - 10 33 16.0 10.2 1.0000 - 20UNEF 28.5

IT3057 - 12A 18 IT3420 - 12 35 19.0 10.2 1.1875 - 18NEF 24.0

IT3057 - 12A 20 IT3420 - 12 35 19.0 10.2 1.1875 - 18NEF 24.0

IT3057 - 16A 22 IT3420 - 16 43 23.8 10.5 1.4375 - 18NEF 26.0

IT3057 - 16A 24 IT3420 - 16 43 23.8 10.5 1.4375 - 18NEF 26.0

IT 3057-16A F2

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size

Finish Options 
(See Table II)  

APPLICATION NOTES

General duty cable clamp suitable for jacketed cable 
or wires protected by tubing.

B

C

A L

A

TABLE II:
Shell Finish 

Omit for Standard Cad/Olive Drab Finish

F2 - Bright Nickel Plating (RoHs)

F6 - Black Electrodeposited Paint (RoHs)

F7 - Black Zn-Co Plating (RoHs)

F8 - Olive Drab Zn-Co Plating 
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C-3

TABLE I: DIMENSIONS

Commital P/N Shell size Sleeve to use A
B F

Thread in inches L V
Threadmin. Max.

IT3057 -   3C   8 IT3420 - 3A 20.0    0.68    5.56 0.5000 - 28UNEF 33.2 6 - 32 NC

IT3057 -   4C 10 IT3420 - 4A 22.6    2.38    7.93 0.6250 - 24UNEF 32.3 6 - 32 NC

IT3057 -   6C 12 IT3420 - 4A / 6A 25.8    5.84 11.12 0.7500 - 20UNEF 32.3 6 - 32 NC

IT3057 -   8C 14 IT3420 - 6A / 8A 28.1    8.00 13.84 0.8750 - 20UNEF 32.3 6 - 32 NC

IT3057 - 10C 16 IT3420 - 6A / 10A 31.0    9.60 15.87 1.0000 - 20UNEF 35.3 6 - 32 NC

IT3057 - 12C 18 IT3420 - 8A / 12A 37.3 11.30 19.00 1.1875 - 18NEF 35.7 8 - 32 NC

IT3057 - 12C 20 IT3420 - 8A / 12A 37.3 11.30 19.00 1.1875 - 18NEF 35.7 8 - 32 NC

IT3057 - 16C 22 IT3420 - 8A / 12A / 16A 42.0 15.50 23.80 1.4375 - 18NEF 38.5 8 - 32 NC

IT3057 - 16C 24 IT3420 - 8A / 12A / 16A 42.0 15.50 23.80 1.4375 - 18NEF 38.5 8 - 32 NC

IT 3057-C
Cable Clamp

APPLICATION NOTES

Waterproof cable clamp suitable for jacketed cable or 
wires protected by tubing. Assures watertight integrity 
of connector.

IT 3057-12C F2

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size

Finish Options 
(See Table II)  

TABLE II:
Shell Finish 

Omit for Standard Cad/Olive Drab Finish

F2 - Bright Nickel Plating (RoHs)

F6 - Black Electrodeposited Paint (RoHs)

F7 - Black Zn-Co Plating (RoHs)

F8 - Olive Drab Zn-Co Plating 
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IT 3420 and IT 3420-A
Neoprene Sleeve

TABLE I: CLASS A CABLE CLAMPS
Codice Commital A B C L

Commital P/N ±0.1 ±0.1 ±0.1 ±0.1

IT3420 -   3   9.5   5.33   3.30 73.0

IT3420 -   4 12.8   7.67   5.58 69.8

IT3420 -   6 15.7 10.84   7.92 66.8

IT3420 -   8 18.8 14:02 11.09 63.5

IT3420 - 10 22.0 15.62 14.27 60.3

IT3420 - 12 27.0 18.79 15.87 57.1

IT3420 - 16 33.3 23:54 19.05 53.9

TABLE II: CLASS C CABLE CLAMPS
Codice Commital A B L

Commital P/N ±0.1 ±0.1 ±0.1

IT3420 -   3A    5.30    2.90 50.5

IT3420 -   4A    7.63    5.56 50.5

IT3420 -   6A 10:50    7.93 50.5

IT3420 -   8A 13:50 11.10 50.5

IT3420 - 10A 15.70 11.10 50.5

IT3420 - 12A 18:50 13.74 50.9

IT3420 - 16A 23.60 19.00 50.9

APPLICATION NOTES

IT3420 : Neoprene sleeve for protection and 
reduction, used with class A cable clamps.

IT3420-A : Neoprene sleeve for protection and 
reduction, used with class C cable clamps.

C
   

A

B

IT 3420-3A

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size

L ØA

B
Ø

L ØA

B
ØC

Ø

B

A
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IPT 3180-C and IPT 3180-CF
Protective Plug Covers

TABLE I: DIMENSIONS

Commital P/N Shell size
A

+0.02
-0.12

F
+0.2

0

L
+0.6
-0.4

L1
min.

IPT3180-8C    8 12:01 4.3 13.5   76.2

IPT3180-10C 10 14.98 4.3 13.5   76.2

IPT3180-12C 12 19:05 4.3 13.5   88.9

IPT3180-14C 14 22:22 4.3 13.5   88.9

IPT3180-16C 16 25.40 4.3 13.5   88.9

IPT3180-18C 18 28.57 4.3 13.5   88.9

IPT3180-20C 20 31.75 4.3 15.1 101.6

IPT3180-22C 22 34.92 4.3 15.1 101.6

IPT3180-24C 24 38.10 4.3 15.9 101.6

APPLICATION NOTES

Metal cap and stainless steel chain for plugs.

TABLE II:
Shell Finish 

Omit for Standard Cad/Olive Drab Finish

F2 - Bright Nickel Plating (RoHs)

F6 - Black Electrodeposited Paint (RoHs)

F7 - Black Zn-Co Plating (RoHs)

F8 - Olive Drab Zn-Co Plating 

F

A

F

A

Example: IPT3180-18C
(Stainless Steel Chain)

Example: IPT3180-18CF
(Nylon Cord)

IPT 3180-10 C F2

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size

Lanyard Style
   C - Chain 
   CF - Nylon Chord

Finish Options 
(See Table II)  
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IPT 3181-C and IPT 3181-CF
Protective Receptacle Covers

TABLE I: DIMENSIONS

Commital P/N Shell size A
Max.

F
+0.2
-0

L
+0.5
-0

L1
min.

IPT3181-  8C    8 17.95 4.3 14.50   76.2

IPT3181-10C 10 20.70 4.3 14.50   76.2

IPT3181-12C 12 25.40 4.3 14.50   88.9

IPT3181-14C 14 28.65 4.3 14.50   88.9

IPT3181-16C 16 31.90 4.3 14.50   88.9

IPT3181-18C 18 34.70 4.3 14.50   88.9

IPT3181-20C 20 38.00 4.3 14.50 101.6

IPT3181-22C 22 41.25 4.3 14.50 101.6

IPT3181-24C 24 44.40 4.3 15.55 101.6

F

A

F

A

Example: IPT3181-18C
(Stainless Steel Chain)

Example: IPT3181-18CF
(Nylon Cord)

IPT 3181-10 C F2

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size

Lanyard Style
   C - Chain 
   CF - Nylon Chord

Finish Options 
(See Table II)  

TABLE II:
Shell Finish 

Omit for Standard Cad/Olive Drab Finish

F2 - Bright Nickel Plating (RoHs)

F6 - Black Electrodeposited Paint (RoHs)

F7 - Black Zn-Co Plating (RoHs)

F8 - Olive Drab Zn-Co Plating 
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IPT 3181-N and IPT 3181-NF
Protective Receptacle Covers

TABLE I: DIMENSIONS

Commital P/N Shell size A
Max.

F
+0.2
-0.1

L
+0.25

-0

L1
±3

IPT3181-  8N  8 17.95 14.70 14.50   76.2

IPT3181-10N 10 20.70 17.85 14.50   76.2

IPT3181-12N 12 25.40 22.65 14.50   88.9

IPT3181-14N 14 28.65 25.80 14.50   88.9

IPT3181-16N 16 31.90 29.00 14.50   88.9

IPT3181-18N 18 34.70 32.15 14.50   88.9

IPT3181-20N 20 38.00 35.35 14.50 101.6

IPT3181-22N 22 41.25 38.50 14.50 101.6

IPT3181-24N 24 44.40 41.00 15.55 101.6

F

A

F

A

TABLE II:
Shell Finish 

Omit for Standard Cad/Olive Drab Finish

F2 - Bright Nickel Plating (RoHs)

F6 - Black Electrodeposited Paint (RoHs)

F7 - Black Zn-Co Plating (RoHs)

F8 - Olive Drab Zn-Co Plating 

Example: IPT3181-18N
(Stainless Steel Chain)

Example: IPT3181-18NF
(Nylon Cord)

IPT 3181-10 N F2

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size

Lanyard Style
   N - Chain 
   NF - Nylon Chord

Finish Options 
(See Table II)  

100+20
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IT 90376-R and IT 90376-Y
Protective Receptacle and Plug Plastic Caps

TABLE I: RECEPTACLE CAP DIMENSIONS

Commital P/N Shell size A
±0.25

B
±0.25

C
±0.78

IT 90376-  8R Receptacle  8 12.19 13.71 18.79

IT 90376-10R Receptacle 10 15.36 16.89 21.33

IT 90376-14Y Receptacle 12 18.28 19.68 24.63

IT 90376-16Y Receptacle 14 21.59 22.98 28.57

IT 90376-18Y Receptacle 16 24.71 26.28 30.98

IT 90376-20Y Receptacle 18 27.76 29.33 33.78

IT 90376-22Y Receptacle 20 31.26 33.04 37.21

IT 90376-24Y Receptacle 22 34.03 35.81 40.38

IT 90376-24R Receptacle 24 37.16 38.93 43.18

TABLE II: PLUG CAP DIMENSIONS

Commital P/N Shell size A
±0.25

B
±0.25

C
±0.78

IT 90376-  8Y Plug  8 10.49 12.26 17.01

IT 90376-  8R Plug 10 13.46 15.11 19.05

IT 90376-12Y Plug 12 16.63 18.16 21.84

IT 90376-12R Plug 14 19.93 21.46 26.18

IT 90376-16Y Plug 16 22.68 24.46 28.57

IT 90376-16R Plug 18 26.11 27.63 31.75

IT 90376-18R Plug 20 29.21 30.86 35.71

IT 90376-20R Plug 22 32.25 34.03 38.10

IT 90376-22R Plug 24 35.30 37.08 41.65

APPLICATION NOTES

Plastic caps for protection 
against dust and limited damage.

A
B

C

IT 90376-10R

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size
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IPT 3115 and IPT 3115A
Dummy Stowage Receptacles

TABLE I

Shell size
A

+0.02
-0.12

B
+0.25

-0

G
±0.4

H
±0.1

L
+0.6
-0.25

M
±0.12

   8 12.01 10.95 20.6 15.10 12.5 3.04

10 14.98 10.95 23.8 18.25 12.5 3.04

12 19.05 10.95 26.2 20.60 12.5 3.04

14 22.22 10.95 28.6 23.00 12.5 3.04

16 25.40 10.95 31.0 24.60 12.5 3.04

18 28.57 10.95 33.3 27.00 12.5 3.04

20 31.75 14.10 36.5 29.35 16.5 3.04

22 34.92 14.10 39.7 31.75 16.5 3.04

24 38.10 15.00 42.9 39.40 17.3 3.73

APPLICATION NOTES

IPT3115 : Dummy receptacle with rear base and seal.
In conformity with MIL-C-26482.

IPT3115A : Dummy receptacle without rear base and seal.

A

G

H

IPT 3115

MIL-C-26482 
Accessory

Basic Part Number 
and Shell Size
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10-101949 and 10-101949-S
Square Flange Panel Mount 

Receptacle Sealing Gaskets

TABLE I

Commital P/N Shell size A
±0.5

B
±1

C
±0.7

D
±0.5

10-101949-  8   8 20.6 15.10 3.3 12.7

10-101949-10 10 23.8 18.25 3.3 15.9

10-101949-12 12 26.2 20.60 3.3 19.1

10-101949-14 14 28.6 23.00 3.3 22.3

10-101949-16 16 31.0 24.60 3.3 25.5

10-101949-18 18 33.3 27.00 3.3 28.6

10-101949-20 20 36.5 29.35 3.3 31.8

10-101949-22 22 39.7 31.75 3.3 35.0

10-101949-24 24 42.9 34.90 4.0 38.2

D

C

B1 ±0.4

A

D

C

B0.5 ±0.2

A

Example: 10-101949
(Neoprene)

Example: 10-101949-S
(Conductive)

10-101949-S-14

Basic Part Number

S - Conductive Material
   Omit for Standard

Shell Size
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C-11

TABLE I

Commital P/N Hole size A
±0.13

B
±0.25

C
±0.13 Color

10-101033-11 20 2.92   9.53 2.92 Red

10-101033-12 16 3.17 11.91 3.68  Blue

C

10-101033-11

Basic Part Number

Hole Size

10-101033-11 and 10-101033-12
Sealing Plug 

for Wire Sealing Grommet
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IPT and IPT-SE Series Tools

IPT Connector Assembly Tools

MANUAL
CRIMPING TOOL

PNEUMATIC
CRIMPING TOOL TURRET INSERTION TOOL REMOVAL

TOOL GUIDE PIN

M.105001 
( # M.105007) M.105003 M.105011

 ( # M.105008) M.117346 M.118251 M.125007

M.105001
( # M.105007) M.105003 M.105011

 ( # M.105008) M.117346 M.118251 M.125007

M.105001 M.105003 M.105011 M.117083 M.118251 M.125001

M.105001 M.105003 M.105011 M.117083 M.118251 M.125001

IPT-SE Connector Assembly Tools

mm2 AWG Manual 
Crimping Tool

Pneumatic
Crimping Tool Turret Insertion

Tool
Removal 

Tool
10-314980-20P

20 20 M.105001 M.105003 M.105011 M.117349 M.118290
10-314980-20S

10-314980-16P
16 M.105001 M.105003 M.105011 M.117383 M.118291

10-314980-16S

O
A

L

LL

O
A

L

LL

C
ontact Size

W
ires

C
ross Section
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IPT SE Overview and Technical Data............................................................................A-1
How To Order - Part Number Breakdown..............................................................................A-4
VG 95328 Part Number Cross Reference...........................................................................A-5
Materials and Finishes...........................................................................................................A-6
Contact Dimensions...............................................................................................................A-7
Available Insert Arrangements..............................................................................................A-8
Fastener Height Requirements and Panel Cutout Dimensions...........................................A-11
IPT 00 SE Front Panel Mount Square Flange Receptacle
with General Duty Backshell...............................................................................................A-12
IPT 00 SE...SR Front Panel Mount Square Flange Receptacle
with Backshell, Cable Clamp and Bushing.......................................................................A-14
IPT 02 SE Rear Box Mount Square Flange Receptacle.................................................A-16
IPT 07 SE Rear Panel Mount Jam Nut Receptacle Connector with Backshell....................A-18
IPT 07 SE...SR Rear Panel Mount Jam Nut Receptacle Connector and Backshell
with Cable Clamp and Bushing.........................................................................................A-20
IPT 06 GSE Straight Plug Connector
with EMI/Shrinkboot Backshell............................................................................................A-22
IPT 06 SE...SR Straight Plug Connector
with Backshell, Cable Clamp and Bushing........................................................................A-24
IPT 06 MSE Straight Plug Connector
with Backshell Suitable for EMI Shield Termination and Heat Shrink Boot.........................A-26
IPT 06 ASE Straight Plug Connector
with Backshell to Accomodate MS3057 Cable Clamp (not included)..................................A-28
IPT 02 PP Rear Box Mount Square Flange Receptacle Thru Bulkhead............................A-30
IPT 00 MSE Front Panel Mount Square Flange Receptacle
with Backshell for EMI Shield Termination and Shrink Boot................................................A-32
IPT 07 GSE Rear Panel Mount Jam Nut Receptacle Connector
with EMI/Shinkboot Backshell.............................................................................................A-34
IPT 07 MSE Rear Panel Mount Jam Nut Receptacle
with Backshell for EMI Shield Termination and Shrink Boot...............................................A-36
IPT G 06 GSE Straight Plug Connector
with EMI/Shrinkboot Backshell............................................................................................A-38
IPT 01 SE...SR In-Line Receptacle Connector
with Backshell, Cable Clamp and Bushing..........................................................................A-40
IPT 01 MSE In-Line Receptacle Connector
with Backshell for EMI Shield Termination and Srhink Boot..............................................A-42

Series IPT SE

Glenair IPT SE and IPT Series 
Product Index
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Styles and Classes...............................................................................................................B-4
Cross Section.........................................................................................................................B-6
Technical Data.......................................................................................................................B-7
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Insert Arrangement Tables...................................................................................................B-10
Alternate Key Positions........................................................................................................B-11
Fastener Height Requirements and Panel Cutout Dimensions.........................................B-12
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IPT 00 A Front Panel Mount Square Flange Receptacle with Backshell..............................B-16
IPT 00 A...PG_ _ Front Panel Mount Square Flange Receptacle 
with Backshell for Use with PG Cable Clamp (clamp not included)..............................B-18
IPT 00 A... PH_ _ Front Panel Mount Square Flange Receptacle
with Backshell and PG Cable Gland................................................................................B-20
IPT 00 A...PHM_ _ Front Panel Mount Square Flange Receptacle
with PHM Backshell and Sleeves to Accommodate Various Cable Sizes.........................B-22
IPT 00 A...SR Front Panel Mount Square Flange Receptacle with
Backshell, Bushing and Cable Clamp................................................................................B-24
IPT 00 E Front Panel Mount Square Flange Receptacle
with General Duty Backshell..............................................................................................B-26
IPT 00 E...SR Front Panel Mount Square Flange Receptacle
with Backshell, Cable Clamp and Bushing........................................................................B-28
IPT 00 G Front Panel Mount Square Flange Receptacle 
with Shrink Boot Backshell.................................................................................................B-30
IPT 00 J Front Panel Mount Square Flange Receptacle with
Long Backshell and Cable Clamp......................................................................................B-32
IPT 00 M Front Panel Mount Square Flange Receptacle 
with Backshell for EMI Shield Termination and Shrink Boot..............................................B-34
IPT 00 W Front Panel Mount Square Flange Receptacle
with Long Backshell, Metal Sleeve and Gland Seal...........................................................B-36
IPT 01 A In-Line Receptacle Connector with General Duty Backshell.................................B-38
IPT 01 A...PG_ _ In-Line Receptacle Connector with
Backshell for Attachment of PG Cable Gland...................................................................B-40

Series IPT

Glenair Commital IPT Series 
Product Index
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Glenair Commital IPT Series 
Product Index

IPT 01 A...PH_ _ In-Line Receptacle Connector with 
Backshell and Plastic PG Cable Gland................................................................................B-42
IPT 01 A...PHM_ _ In-Line Receptacle Connector with PHM Backshell
and Sleeves to Accommodate Various Cable Sizes........................................................B-44
IPT 01 A...SR In-Line Receptacle Connector with
Backshell, Cable Clamp and Bushing..................................................................................B-46
IPT 01 E In-Line Receptacle Connector with General Duty Backshell.................................B-48
IPT 01 E...SR In-Line Receptacle Connector
with Backshell Cable Clamp and Bushing..........................................................................B-50
IPT 01 G In-Line Receptacle Connector with Shrink Boot Backshell...................................B-52
IPT 01 J In-Line Receptacle Connector with Backshell, Cable Clamp and Sleeve.............B-54
IPT 01 W In-Line Receptacle Connector with  
Long Backshell, Metal Sleeve and Gland Seal...................................................................B-56
IPT 01 M In-Line Receptacle Connector with 
Backshell for EMI Shield Termination and Shrink Boot....................................................B-58
IPT 02 PP Rear Box Mount Square Flange Receptacle, Through Bulkhead........................B-60
IPT 02 A and IPT 02 E Rear Box Mount Square Flange Receptacle..............................B-62
IPT 02 Y Rear Box Mount Square Flange Receptacle with
Printed Circuit Board Terminations.....................................................................................B-64
IPT 06 A...N0 Straight Plug Connector with Accessory Threads...........................................B-66
IPT 06 A...N0 AT Straight Plug Connector with
Accessory Threads and Arctic Coupling Nut.....................................................................B-68
IPT 06 A Straight Plug Connector with Backshell 
to Accommodate MS3057 Cable Clamp (clamp not included).........................................B-70
IPT 06 A...PG_ _ Straight Plug Connector with Backshell
for Use with PG Glands (glands not included).................................................................B-72
IPT 06 A...PH_ _ Straight Plug Connector with Backshell and PG Cable Gland...........B-74
IPT 06 A...PHM_ _ Straight Plug Connector with PHM Backshell
and Sleeves to Accommodate Various Cable Sizes..........................................................B-76
IPT 06 A...PHM_ _EMI67 Straight Plug Connector with
Backshell for for EMI Shield Termination............................................................................B-78
IPT 06 A ...SR Straight Plug Connector with Backshell, Cable Clamp and Bushing.............B-80
IPT 06 E Straight Plug Connector with General Duty Backshell.........................................B-82
IPT 06 E...SR Straight Plug Connector with Backshell, Cable Clamp and Bushing..............B-84
IPT 06 G Straight Plug Connector with Backshell for Heat Shrink Boot..............................B-86
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IPT 07 A   Rear Box Mount Jam Nut  Receptacle Connector..................................................B-94
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IPT 08 AM Plug Connector with 90° EMI Shield Termination Backshell Suitable for
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with MS3057 Cable Clamp..................................................................................................B-106
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IT 3057-A Cable Clamp.........................................................................................................C-2
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IT 3420 and IT 3420-A Neoprene Sleeve..............................................................................C-4
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Micro-D Twistpin 
Connectors and 
Accessories

Glenair offers both Military 
Standard 83513 Micro-D connectors 
as well as COTS selections, 
backshells, mounting hardware and 
more.  Our TwistPin contact  provides 
superior performance.

EMI/EMP Filter 
Connectors

MIL-DTL-38999 type EMI/
EMP filter connectors, as well 
as other Military Standard and 
commercial  electromagnetic 
shielding technologies.  Also  
includes Glenair Series 80 “Mighty 
Mouse” filter products.

Fiber Optic
Interconnect Solutions

Tactical fiber optic connectors, 
cables, and termini for airframe, 
shipboard, and military ground 
vehicles.  Catalog features Glenair’s 
innovative high-density (GHD) 
connector system for reduced size 
and weight applications.

TwistPin 
Connectors and 
Accessories
Micro-D  • Nanominiature
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EMI Solutions
Page B-8

The world's broadest 
selection of  interconnect 

products–in stock and 
ready for immediate 
same-day shipment    

Available now:
Glenair's 
Interconnect 
Product 
Guide CD,
featuring our 
entire library 
of Glenair 
catalogs and 
data sheets.

In addition to over a dozen product line 
catalogs, the CD includes a powerful part 
number development program that takes all the 
pain and confusion out of ordering interconnect 
components.  An easy-to-use inventory search 
program provides ready access to 60,000 MIL-
STD and commercial part numbers.

Visit us at www.glenair.com and use the literature order form for immediate catalog fulfillment

Series 80 “Mighty Mouse” 
Connectors and Cables

Glenair’s revolutionary connector 
series that reduces interconnect 
system size and weight by 50% 
compared to standard MIL-DTL-
38999 connectors.  Now used on 
hundreds of mission-critical military 
and commercial applications.

Miliary Standard
Connector Accessories

If the MS connector accessory you 
need isn’t in here – it doesn’t exist.  
Search this easy-to-use catalog 
by accessory type or Mil-Spec 
slash number, then place your 
order against Glenair’s 60,000 part 
number same-day inventory.

Glenair's World
of Interconnect
Solutions

A complete overview of Glenair's 
innovative range of interconnect 
products and services, including 
Military Standard and commercial 
equ iva len t  connec to rs  and 
accessories.

Composite Thermoplastic 
Interconnect Solutions

Glenair is the world's leading 
manufacturer  o f  compos i te 
interconnect solutions.  We are 
the ‘go-to’ supplier for advanced 
composi te  technologies for 
commerical and military interconnect 
applications.

EMI/EMP
Filter Connectors
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MIL-DTL-38999, MIL-DTL-83513, MIL-C-26482
and Other Military Standard Connector Families.  
Plus Glenair Series 80 "Mighty Mouse" Designs
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Fiber Optic
Interconnect Solutions
Tactical Fiber Optic Connectors, Cables and Termini
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Mil-Spec
Backshells and
Connector Accessories

Series 80 
“Mighty Mouse”
Connectors and Cables 
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The Shielded Environmental Connector with 
Mil-Spec Performance and Ultraminiature Size
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