
General Characteristics 

 Mate with all M12*1.0 per IEC 

standard 

   IP67 & IP69K IEC Standard 

   Mating Style: Push Pull 

 Durability:  500 cycles 

 Plug Available in A, B, D, L, S, T, X 

code 

   Contacts: 2 ~ 17 Pin 

 Salt Spray:  48h 

 Field Installable Plug Upon Request 

    MPRONTO-12 

M12 Push-Pull Connectors 

World’s First True Backward Compatible 

To All M12*1.0 Thread Socket 

Unique Technology Patent 
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 Key Features 

 World’s First True Backward Compatible 

to all M12*1.0 Threaded Socket 

 One Simple Push-to-Plug and Pull-to-

Unplug 

 With MPronto-12, No Need to Buy a 

Mating Pair from ALTW 

 Saves over 80% Installation Time vs. 

Standard M12 Screw Thread Mating 

Unsubscribe 

Know More 

EASY • FAST • SECURE • RELIABLE 

Right Angle Straight 

Robust Design 
In Any Bending Direction 

Lift & Material Handling 

Hybrid Electric Vehicle 

Industrial Automation 

Heavy Equipment 

Harsh 
Environment 

IP67 
IP69K 

UL 94V-0 
RoHS 

Compliance 
Quick 

Installation 

Spring Lock Designed For Backward 
Compatible With M12 * 1.0 Thread 
According To IEC Standard 
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